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DIMENSIONS | THICKNESS

398 x 398 mm / 15 16" x 15 V6"

14 mm/ 0%

AREA 6.312 pcs/m? / 0.58 pc/sf 0.158 m?/pc  /1.700 saf/pc
I: 4.357 kg/pc / 9.605 Ib/pc I: 27.50 kg/m’> / 5.632 Ib/pc
Il: 4502 kg/pc / 9.925 Ib/pc II: 28.41kg/m> / 5.819 Ib/pc
WEIGHT I: 4.051 kg/pc / 8.930 Ib/pc I 25.57 kg/ m*> / 5.237 Ib/pc
IV: 3.614 kg/pc / 7.967 Ib/pc IV: 22.81 kg/m° / 4.6711b/pc
V: 4.067 kg/pc / 8.966 Ib/pc V:25.67 kg/m’ / 5.257 Io/pc
COLORS* all basic colours are available
MATERIAL matte or glossy

FINISHES AVAILABLE

reinforced, colored fine composite concrete

SUITABILITY

interior / exterior use for walls

General Material Performance Data

*Custom colors upon request.
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reaction absorption freeze/thaw color tone  thickness flexural surface thermal shock thermal size impact adhesion
to fire resistance fastness difference strength quality resistance conductivity accuracy resistance
Al W1 resistant 97% unchanging V2 +/-10% F1 Al resistant 92% 1,3 W/m2K +/-0,5% 5J appropriate
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